
240ALL DIMENSIONS IN MM

EXTENSION

NOTE 1

INSERTS ON 100 PITCH WITH

NON-CUMULATIVE TOLERANCES SLIDE CLOSED
INSERTS
THREADED M5

12.510.5
9.5

DRLLED AND COUNTERSUNK
FOR M5 SCREWS

HOLES ON 50 PITCH

WITH NON-CUMULATIVE TOLERANCES

CHASSIS BEAM, FIXED TO DRAWER

51

NOTE 1: 15MM DIA. HOLES IN CHASSIS BEAM ALLOW
EASY ACCESS TO FIXING HOLES.
M5 COUNTERSUNK HEAD SCREWS TO BS4183
ARE RECOMMENDED FOR FIXING FRAMEWORK BEAM.
INNER BEAM TAPPED INSERTS ACCEPT M5 SCREWS.
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l ALL ALUMINIUM SLIDE
l NON STANDARD SLIDES ARE AVAILABLE (CUSTOM LENGTHS/EXTENSIONS/FIXING METHODS)
l FOR APPLICATIONS COVERING SHOCK AND VIBRATION PLEASE CONTACT OUR SALES TEAM
l STANDARD LENGTHS 300MM TO 600MM IN 50MM INCREMENTS
l RoHS COMPLIANT
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